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Applicant Name： H.T.P. High Tech Products S.R.L.

Applicant Address: Via Lesina 45-24030 Brembate di Sopra (BG)-Italy

Sample Information:
Sample Name Sample No. Sample Model Amount of Sample

G1 Wireless Plug ZTW210906002-001,ZTW210906002-002 G1 series 2P+E 2sets
G1 Wireless Plug ZTW210906002-003,ZTW210906002-004 G1 series 3P+E 2sets
M1 Wireless Plug ZTW210906002-005,ZTW210906002-006 M1 series 2sets
M2 Wireless Plug ZTW210906002-007,ZTW210906002-008 M2 series 2sets
P1 Wireless Plug ZTW210906002-009,ZTW210906002-010 P1 series 2P+E 2sets
P1 Wireless Plug ZTW210906002-011,ZTW210906002-012 P1 series 3P+E 2sets
P2 Wireless Plug ZTW210906002-013,ZTW210906002-014 P2 series 2P+E 2sets
P2 Wireless Plug ZTW210906002-015,ZTW210906002-016 P2 series 3P+E 2sets

Test Information:
Test Item： IP66

Test Standard： GB 4208-2008

Sample Received Date： September 6, 2021

Sample Tested Date： September 6, 2021~September 8, 2021

Test Results:
See page 3 and page 5 please.

Report Stamp：

Approved by: Test Engineer:

http://www.ztt-cert.com


Report No：ZTWBG210906002-0001EG Date：September 8, 2021

Shenzhen Zhongtian Testing Technology Co.,Ltd Tel:+(86)755-8611 6558 E-mail:info@ztt-cert.com
4/F,A13 Building,Silicon Valley Power-Intelligent Terminal Industrial Park, Dafu Road,Longhua District,Shenzhen,China
http://www.ztt-cert.com

Page 2 of 15

Test Item 1: IP6X

1.1 Test environment:
Temperature:(23 5)℃;Humidity:(50 10)%RH

1.2 Test sample:

Sample Name Sample No. Sample Model Amount of Sample

G1 Wireless Plug ZTW210906002-001 G1 series 2P+E 1set

G1 Wireless Plug ZTW210906002-003 G1 series 3P+E 1set

M1 Wireless Plug ZTW210906002-005 M1 series 1set

M2 Wireless Plug ZTW210906002-007 M2 series 1set

P1 Wireless Plug ZTW210906002-009 P1 series 2P+E 1set

P2 Wireless Plug ZTW210906002-013 P2 series 2P+E 1set

P2 Wireless Plug ZTW210906002-015 P2 series 3P+E 1set

1.3 Test equipment:

1.4 Test standard: GB 4208-2008
1.5 Test Description:
(1)Test needle with diameter of 1mm is placed close to the enclosure of the sample to see if it can enter
the enclosure gap.
(2)Place the sample into the dust chamber and the pressure in the sample is kept below atmosphere
pressure by a vacuum pump;talc powder content in the chamber is 2kg/m3;
(3)Use pressure difference to pump air into the equipment and the pressure difference is no more than
2KPa;pumping speed is below 40 enclosure volume per hour and the testing time is 8 hours;
(4)After test check if there is ingress of dust inside the enclosure of the sample.

Equipment Name Equipment Model

Dust chamber XR-SC225
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1.6 Test result:

Test item Sample No. Test result

IP6X

ZTW210906002-001
The needle with diameter of 1mm can not enter the enclosure
gap of the sample;no ingress of dust observable inside the

enclosure of the sample.

ZTW210906002-003
The needle with diameter of 1mm can not enter the enclosure
gap of the sample;no ingress of dust observable inside the

enclosure of the sample.

ZTW210906002-005
The needle with diameter of 1mm can not enter the enclosure
gap of the sample;no ingress of dust observable inside the

enclosure of the sample.

ZTW210906002-007
The needle with diameter of 1mm can not enter the enclosure
gap of the sample;no ingress of dust observable inside the

enclosure of the sample.

ZTW210906002-009
The needle with diameter of 1mm can not enter the enclosure
gap of the sample;no ingress of dust observable inside the

enclosure of the sample.

ZTW210906002-013
The needle with diameter of 1mm can not enter the enclosure
gap of the sample;no ingress of dust observable inside the

enclosure of the sample.

ZTW210906002-015
The needle with diameter of 1mm can not enter the enclosure
gap of the sample;no ingress of dust observable inside the

enclosure of the sample.
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Test Item 2:IPX6

2.1 Test environment:
Temperature:(23 5)℃;Humidity:(50 10)%RH

2.2 Test sample:

Sample Name Sample No. Sample Model Amount of Sample

G1 Wireless Plug ZTW210906002-002 G1 series 2P+E 1set

G1 Wireless Plug ZTW210906002-004 G1 series 3P+E 1set

M1 Wireless Plug ZTW210906002-006 M1 series 1set

M2 Wireless Plug ZTW210906002-008 M2 series 1set

P1 Wireless Plug ZTW210906002-010 P1 series 2P+E 1set

P2 Wireless Plug ZTW210906002-014 P2 series 2P+E 1set

P2 Wireless Plug ZTW210906002-016 P2 series 3P+E 1set

2.3 Equipment of test:

2.4 Standard of test: GB 4208-2008
2.5 Test Description:
(1) Use spray nozzle to spray water on the sample in all directions, and the test conditions as below:

——nozzle inner diameter :12.5mm
——water flow velocity :(100±5)L/min
——Water pressure: Adjusting as the required water flow
——Center part of the main flow:
the round which diameter is 120mm and 2.5m away from the spray nozzle
——test time:3 minutes
——distance between nozzle and casing surface :2.5m~3m

Equipment Name Equipment Model

Water meter F Series

Nozzzle Ø12.5mm
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(2) Check if water getting into the tested sample.
2.6 Test result:

Test item Sample No. Test result

IPX6

ZTW210906002-002
No Infiltration of water observable inside the

enclosure of the sample.

ZTW210906002-004
No Infiltration of water observable inside the

enclosure of the sample.

ZTW210906002-006
No Infiltration of water observable inside the

enclosure of the sample.

ZTW210906002-008
No Infiltration of water observable inside the

enclosure of the sample.

ZTW210906002-010
No Infiltration of water observable inside the

enclosure of the sample.

ZTW210906002-014
No Infiltration of water observable inside the

enclosure of the sample.

ZTW210906002-016
No Infiltration of water observable inside the

enclosure of the sample.
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Appendix: Test photos

Before test

Sample(ZTW210906002-001,

ZTW210906002-002)

Sample(ZTW210906002-003,

ZTW210906002-004)

Sample(ZTW210906002-005,

ZTW210906002-006)

Sample(ZTW210906002-007,

ZTW210906002-008)
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Sample(ZTW210906002-009~

ZTW210906002-012)

Sample(ZTW210906002-013,

ZTW210906002-014)

/

Sample(ZTW210906002-015,

ZTW210906002-016)
/
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During testing

Typical photo of thrusting needle for IP6X Testing(1) IP6X Testing(2)

/

IPX6 Testing /
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After test

After IP 6X Test-Sample-ZTW210906002-001(1) After IP 6X Test-Sample-ZTW210906002-001(2)

After IP 6X Test-Sample-ZTW210906002-003(1) After IP 6X Test-Sample-ZTW210906002-003(2)
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After IP 6X Test-Sample-ZTW210906002-005(1) After IP 6X Test-Sample-ZTW210906002-005(2)

After IP 6X Test-Sample-ZTW210906002-007(1) After IP 6X Test-Sample-ZTW210906002-007(2)
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After IP 6X Test-Sample-ZTW210906002-009 After IP 6X Test-Sample-ZTW210906002-013(1)

After IP 6X Test-Sample-ZTW210906002-013(2) After IP 6X Test-Sample-ZTW210906002-015(1)
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After IP 6X Test-Sample-ZTW210906002-015(2) After IP X6 Test-Sample-ZTW210906002-002(1)

After IP X6 Test-Sample-ZTW210906002-002(2) After IP X6 Test-Sample-ZTW210906002-004(1)
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After IP X6 Test-Sample-ZTW210906002-004(2) After IP X6 Test-Sample-ZTW210906002-006(1)

After IP X6 Test-Sample-ZTW210906002-006(2) After IP X6 Test-Sample-ZTW210906002-008(1)
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After IP X6 Test-Sample-ZTW210906002-008(2) After IP X6 Test-Sample-ZTW210906002-010

After IP X6 Test-Sample-ZTW210906002-014(1) After IP X6 Test-Sample-ZTW210906002-014(2)
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After IP X6 Test-Sample-ZTW210906002-016(1) After IP X6 Test-Sample-ZTW210906002-016(2)

—————End of report—————
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